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This installation and operating manual contains proprietary information, which is subject to copyright. 
No parts of this documentation may be reproduced or transferred in any manner or by any means, be 
it electronic or mechanical, for any purpose without obtaining prior written consent. 
Haake Technik GmbH assumes no liability for damage or subsequent damage, arising from the use of 
components or replacement parts, which are not original parts of Haake Technik GmbH. 
Haake and HSV are registered trademarks of Haake Technik GmbH. All other brand and product 
names not mentioned here may be registered trademarks and are to be treated accordingly. 
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All rights reserved. 
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1 Scope 
This installation and operating manual is intended for persons who have been authorized to carry out 
tasks involving installation or operation of the HSV-series. International, national and, where appropri-
ate, regional regulations are to be always observed when handling key transfer systems. 
 
If you have any questions which are not answered in this manual, please get in touch with your re-
gional customer service centre or else make direct contact with 
 
Haake Technik GmbH 
Master Esch 72, 48691 Vreden, Germany 
Phone +49 2564 39650 
Fax +49 2564 396590 
Info@haake-technik.com 

2 Intended use 
The locking device serves to lock pig doors and other doors. The locking device can be used inside 
and outside and must be installed only according to the key plan of the locking system.  
 
The HSV-CL-1 locking device is designed for use at pressurized doors, e.g. at pig doors or at the 
ends of pipelines. The actuator is adapted application-specifically to the specific cases of use. 
  
Other applications are prohibited. 
 

3 Symbol explanation 
Warnings are indicated by symbols. The notices are introduced by signal words to indicate the extent 
of the hazard. 
 
  

 

Attention! 

... indicates a potentially hazardous situa-
tion, which may lead to personal injury and 
damage to property if it is not avoided.  

 

 

NOTE! 

... highlights useful tips and recommendations 
as well as information for efficient and fault-free 
operation. 

4 Disposal 
The device must be properly disposed of in accordance with 
national laws and regulations.  
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5 Foreseeable misuse 
Never operate the keys with extended lever arms. This can damage the internal components and may 
render the safety function inoperative. 
Do not attempt to unlock the component with objects other than the corresponding keys. 
Do not attempt to insert or remove a key by applying excessive force or with the aid of a tool (e.g. 
hammer). 

6 Identification 
You can find the model designation and serial number on the component's type label for exact identifi-
cation. 
If the component is part of a key transfer system, this information, except for the serial number, can 
also be found on the key plan. 
Note these details, prior to installation if necessary, so that they can be provided in case of questions 
or for ordering spare parts. 

7 Safety-relevant function 
The safety-relevant function is performed according to the following requirements: 
 

1. No removal of the actuator if the coded key is not inserted. 
 

2. No removal of the key if the actuator is not inserted. 
 



 

8 Fault exclusions 
Due to the construction, materials and parts used for the component, the faults listed in the table can 
be excluded: 
 
Potential fault Exclusion of fault Limitations of use Reason 
Wear, corrosion. Permissible acc. to: 

Tables A.4 and A.5 of 
DIN EN ISO 13849-2. 

See: Intended use in 
section 2 and Tech-
nical data in section 
19. 

Use of carefully select-
ed materials and man-
ufacturing processes; 
use of proven springs 
and special mounting 
methods. 

Non-tightening / loosen-
ing (parts of the compo-
nent). 

Permissible acc. to: 
Tables A.4 and A.5 of 
DIN EN ISO 13849-2. 

See: 
Intended use in sec-
tion 2. 

Use of carefully select-
ed protection elements 
and treatment pro-
cesses; use of proven 
springs and special 
mounting methods. 

Reduction of force due to 
lasting deformation or 
fracture. 

Permissible acc. to: 
Table A.5 of DIN EN 
ISO 13849-2. 

See: 
Operation in section 
14. 

Use of proven springs 
and special mounting 
methods. 

Fracture, deformation 
due to excessive load. 

Permissible acc. to: 
Tables A.4 and A.5 of 
DIN EN ISO 13849-2. 

See: 
Operation in section 
14. 

Use of carefully select-
ed materials; overdi-
mensioning using safe-
ty factor 2 and replica-
tion of parts; use of 
proven springs and 
special mounting 
methods. 

Stiffness / getting stuck. Permissible acc. to: 
Tables A.4 and A.5 of 
DIN EN ISO 13849-2. 

See: 
Intended use in sec-
tion 2 and Operation 
in section 14. 

Use of carefully select-
ed materials, combina-
tion, arrangement, 
assembly and integra-
tion of components; 
overdimensioning us-
ing safety factor 2. 

 



 

9 Scope of delivery 
1 x locking device consisting of enclosure with locking device, integrated lock and fixing set. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The picture shows HSV-CL-1 Ident.-No.: 10518 
 
 
 
 
 

 

NOTE! 

Properly coded key is not included in the 
scope of delivery. 

 
  

enclosure with locking 
device and lock 

actuator 

fixing set 



 

Locking device  
open: 
Key protected against 
removal. 

10 Structure and function 

10.1 Description 
The locking device consists of an enclosure with locking device,  
integrated lock and an actuator. To remove the locked actuator, insert the coded key all the way into 
the lock. 
The actuator can be removed. 
The locking device ensures that the key inserted to open the protective device can be removed only 
after the protective device has been closed and the actuator inserted. 
 

10.2 Example 
 

 
 

 
 
 
 
 
The picture shows HSV-CL-1 Ident.-No.: 10518 

Locking device 
closed: 
Actuator protected against 
removal. 



 

11 Safety measures 

11.1 Organisational measures 
Persons who have been authorised to carry out tasks involving the installation or removal of the com-
ponent must have read and understood this manual prior to commencing such tasks. 
The owner of the plant or machine has an obligation to ensure the installation and de-installation is 
carried out safely and with no hazards by implementing appropriate safety measures. 

11.2 Safety of persons 
Persons responsible for installation or removal tasks have to be suitably skilled or else have to be 
instructed by suitably skilled persons. On account of their technical training and experience, such 
skilled persons have sufficient knowledge of the machine or equipment. These persons are sufficiently 
familiar with the relevant applicable national work protection and accident prevention regulations to be 
able to assess the operational safety of the equipment or machine. 
It is necessary to implement accident- and fall-prevention measures, whenever tasks are performed or 
areas traversed at height. 

11.3 Operating conditions and limitations of use 
Please note the intended use (cf. section 2) and the technical information (cf. section 19) described 
in this manual. 

11.4 Assembly 
Before beginning installation, make sure that the component is intended and suitable for the particular 
installation site, based on the information on the type label. Always carry out a function test after instal-
lation. 
Do not make any alterations to the installation after the function test has been successfully carried out. 

11.5 Repairs / alterations 
Do not carry out any repairs to the component. Do not replace or exchange any parts. Send damaged 
or faulty components to Haake Technik GmbH to be repaired. 
Do not make any alterations to the component. Otherwise this could lead to malfunctions, which can 
cause serious personal injury and irreparable damage to property. 
 
In the event of non-compliance, the guarantee will be invalidated and Haake Technik GmbH will not 
accept any liability. 



 

12 Assembly 

 

Attention! 

When installing the component, choose a 
means of attachment that cannot easily be 
detached (e.g. riveting or safety screws). 

When performing assembly with a chain, 
please consider that the door can be 
opened by the chain length of the latch 
bolt. Reaching hazardous places through 
such opening must be excluded. 

12.1 Preparation 
Before beginning installation, make sure that the identification number given in this installation and 
operation manual corresponds to the identification number of the component. 
 
Use exclusively the fixing material delivered together with the locking device. 
 
The following tools are needed to install the pig lock: 
 

• Spanner SW 10 mm 
 

• Torx TX wrench with hole for hexalobular screws TX 30 and TX 40 
 

• Drilling machine and drill 4,8 mm, 6,5 mm, 6,8 mm and 8,5mm 
 

• Thread cutter M6, M8 and M10 
 

• Screw retention (e.g. Loctite) 
 
Clean the work environment by removing dirt, grease and oil. 

12.2 General approach 
Use suitable tools when installing the component. Otherwise, bolts and nuts may become damaged 
and unusable. 
When tightening the delivered fixing material, do not exceed the max. tightening torque. 
 
Use the screw retention glue (e.g. Loctite) to secure the screw connections.  

12.3 Installation instructions 

12.3.1 Installation of HSV-CL-1 locking device on flaps 
 
The enclosure of the locking device with integrated lock must 
be fixed on the stationary part of the separating protection 
device (e.g. framework of protection door or flap). 
The actuator must be fixed on the mobile part of the separat-
ing protection device. 
Care that the enclosure of the locking device and lock is not 
used as stopper for the mobile part of the separating protec-
tion device. 

 



 

Insert the key into the lock and remove the actuator. 
Position the enclosure with the locking device with integrated 
lock on the stationary part of the protection device so that the 
lock is easily accessible. 
 
Make the installation holes according to the component de-
sign. The arrangement of the installation holes is specified in 
the drawings (section 20: Dimensions). 
 
 

      
At the marks, make four M6 threads or four through bores for 
screws M6, depending on the thickness and condition of the 
framework material and on the type of fixation. 
Screw the enclosure with the locking device with integrated 
lock to the stationary part of the protection device with the help 
of the enclosed fixing material. You may have to shorten the 
screws. 
 

 
Insert the actuator into the encloser with the locking device 
with integrated lock and remove the key. 
 
Hold one strut of the actuator in the plug element so that the 
strut is at a distance of about 1 mm from the stopper. 
 
Through the holes in the strut, mark the two holes to be made 
on the mobile part of the separating protection device. 
 

 
Insert the key again and remove the plug element. 
 
At the marks, make two M6 threads or two through bores for 
screws M6, depending on the thickness and condition of the 
framework material and on the type of fixation. 
 

   
Open the mobile part of the separating protection device. 
 
Position both struts of the actuator together with the actuator 
over the holes and screw everything firmly to the mobile part of 
the separating protection device with the help of the enclosed 
fixing material. 
 
Close the mobile separating protection device.     
 
 
Note: For some application-specific models, the actuators must be fixed with the help of a chain.  
 
No liability is assumed in case of improper installation! 
  



 

12.3.2 Montage of HSV-CL-1 locking device on pressurized doors   

 

Warning! Explosion hazard! 
NEVER drill holes in pressurized components. 
Working at pressurized components may lead to 
leak of the pressurized medium (e.g. oil or gas) 
and to explosion. 
 
That may lead to endangering of persons, envi-
ronment and serious material damage to the 
equipment. 

 
 
The installation on a pressurized door depends on the door design and on the specific situation on 
site. 
 
You can find the description of installation on a pig trap enclosure with ventilation bolts below. 
 
Please ask Haake Technik for information if your equipment or pig trap enclosure requires another 
procedure. You will receive a description specific to your equipment. 
 
The enclosure of the locking device with integrated lock must 
be fixed on the flange of the pipeline. 
 
The actuator must be screwed together with the ventilation bolt 
on the pig door. 
Care must be taken that the actuator is not used as stopper for 
the pig door. 
 

 
If a mounting plate is provided for the enclosure with the lock-
ing device, the plate must be first connected with the enclo-
sure with the help of the 4 screws M6x12 enclosed. 

 
Make a female thread M8, 10 mm deep, centrally in the venti-
lation bolt, and connect the actuator of the locking device with 
the ventilation bolt with the help of the enclosed fixing material, 
according to the picture. 
Position the actuator over the ventilation bolt so that the con-
trol lever for the ventilation bolt cannot be inserted. 
Test whether the actuator, after tightening the safety screw 
(Torx with pin), can be slightly moved back and forth. 
 
Test whether the actuator cannot be separated from the pres-
sure screw.  
 
 
 

 



 

Connect the actuator with the actuator on the enclosure with 
the locking device with the help of 3 screws M6x12. 
 
Position the enclosure of the locking device with integrated 
lock on the bond of the pig door so that the lock is easily ac-
cessible.  
 
Make the installation holes according to the component de-
sign. If no mounting plate is used, the arrangement of the 
mounting holes is shown in the drawings (section 20: Dimen-
sions). 

 

At the marks, make four M6 or M8 threads or four through 
bores for screws M6 or M8, depending on the thickness and 
condition of the framework material and on the type of fixation. 
Screw the enclosure with the locking device with integrated 
lock to the door bond with the help of the enclosed fixing mate-
rial. You may have to shorten the screws. 
 

 
Fix the end of the chain on the actuator with one screw M10 
enclosed. 
Now pull the loose end of the chain tight and mark the position 
of a chain link on the door hinge. Remove excess chain links. 
Make an M10 thread, 15 mm deep, in this point and fix the 
loose end of the chain with the enclosed fixing aid on the pig 
door hinge (according to drawing). 
 
With inserted key, test whether the actuator can be duly 
moved. 
 

 

 

13 Performance check 

 

Attention! 

The protective effectiveness of the compo-
nent must be checked regularly    
- at least once a year 
or 
in intervals according to national operating 
instructions. 

Once installed, do not loosen any screws 
or nuts or remove any pins. Otherwise, the 
effectiveness of the safety-related func-
tions is no longer guaranteed. 

 
Once finished with installation tasks, carry out the following inspections: 

• Check all screw connections for tightness and ensure that the screws cannot come loose by 
themselves. 

• Check whether the component is stuck. 
• Check whether the key can be inserted easily. 
• Check whether the safety-relevant functions (section 7) are ensured. 
• Record the results of the performance check. 



 

14 Operation 

 

Attention! 

Never operate the keys with extended lever 
arms. This can damage the internal com-
ponents and may render the safety function 
inoperative.  

Do not attempt to unlock the component 
with objects other than the corresponding 
key.  

Do not attempt to insert or remove the key 
by applying excessive force or with the aid 
of a tool (e.g. hammer). 

14.1 Opening the separating protection device 
• Insert the key all the way into the lock.  
• Remove the actuator from the enclosure with the locking device. The separating protection 

device can be opened, the key is protected against removal. 

14.2 Locking the separating protection device 
• Insert the actuator all the way into the hole of the enclosure. 
• Remove the key from the lock of the locking device. 



 

15 Maintenance 

 

Attention! 

Adapt the maintenance intervals to the en-
vironmental and operation conditions at the 
place of use. 

No maintenance of the internal parts of the 
component is required. 

 
We recommend the following maintenance measures: 

• Check the component at regular intervals (at least once a year) for external damage and func-
tion. 

 
Damaged or faulty components must be replaced. 

16 Cleaning 
No cleaning is required, as a rule. 
 

 

Attention! 

In dusty environments (e.g. cement dust, 
paint dust), only clean the component with 
compressed air. 

Only use other cleaning methods after prior 
consultation with the manufacturer. 

17 Disassembly 

 

Attention! 

Only uninstall the component when power 
supply to the electrical system is switched 
off. 

 



 

18 Troubleshooting 
Fault Possible cause Remedy 
The key cannot be inserted / 
turned. 

Wrong key / wrong coding. Check labelling on the key and 
on the component. 

Deformed key. Check the key. Contact Haake 
Technik GmbH in case of defor-
mation. 

Key inserted incorrectly. Remove the key and if neces-
sary, insert it rotated 180°. 

Mechanical fault. Contact Haake Technik GmbH. 

Ice formation Slightly warm up the enclosure 
with the locking device. (Do Not 
warm up excessively) 

Actuator cannot be moved Fixing element at the ventilation 
bolt is wrongly fixed. 

Loosen the fixing and fix again 
(section 12.3). 

The lock can only be operated 
with difficulty 

Mechanism is stiff. Clean (section 16) 
If necessary contact Haake 
Technik GmbH. 

Safety-relevant function (cf. sec-
tion 7) not fulfilled. 

 Contact Haake Technik GmbH. 

The key cannot be removed. Mechanical fault. Contact Haake Technik GmbH. 

Actuator not inserted all the way. Insert the actuator again. 

The chain is fixed too short. Make another female thread at 
another position and fix the chain 
again. 

Lost key  Contact Haake Technik GmbH. 

 
 
 
  



 

19 Technical data 
 
Environment:      Indoor / outdoor 
 
Temperature range:     -40°C to +80°C 
 
Humidity:      up to 100% (normal climate) 
 
Material:      Stainless steel 316 
 
Ambient atmosphere:     Industrial environment 
 
Mounting position:     horizontal / vertical 
 
Mechanical service life:     280.000 actuations   
 
Service life:      15 years 
 
Mean Time To Failure (MTTFd):    150 years 
 
Locking force:       5000 N (crosswise to actuation direction) 
       1000 N (in actuation direction) 
 
  



 

20 Dimensions 
All dimensional specifications in mm. 

 
 
 
 
 
 
 
 
 



 

21 EC Declaration of Conformity 
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