
Mounting instructions for a key cabinet 
 

HSV®-KC X 
 
 
 

Key cabinet for keys of the trapped-key interlocking system HSV 
 
 

Ident No.: see section 17 
  

 

 
HSV-KC 16, illustration shows ident No.: 10557 

The illustration may deviate from the actual product. 
 

Read the operating instructions before commencing any type of work! 
 
 
 
 
 
 
 

Haake Technik GmbH 
Master Esch 72 

D-48691 Vreden, Deutschland 
info@haake-technik.com 
www.haake-technik.com 

Tel.: +49 2564 39650 
Fax: +49 2564 396590 

 
 

mailto:info@haake-technik.com
http://www.haake-technik.com


2 

These mounting instructions comprise information that is protected by property rights and is subject to 
copyright. No part of these documents may be copied or transmitted for any purpose without prior 
written approval, regardless in which manner and by which means, electronically or mechanically, this 
is done. 
Haake Technik GmbH shall not be liable for damages or consequential damages arising from the use 
of components or spare parts which are no original parts from Haake Technik GmbH. 
Haake and HSV are registered trademarks of Haake Technik GmbH. All other brand or product names 
not mentioned here may be trademarks or registered trademarks and are to be treated accordingly. 
 
© Haake Technik GmbH, Master Esch 72, D-48691 Vreden, Germany 
All rights reserved. 
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1 Scope of application 
These mounting instructions address persons who are entrusted with mounting the key cabinet HSV-
KC. International, national and where necessary regional building right regulations must be heeded 
without fail. 
 
In case of queries to which no answer is provided in these instructions, please turn to our regional 
customer service or directly to 
 
Haake Technik GmbH 
Master Esch 72, D-48691 Vreden, Germany 
Phone +49 2564 39650 
Fax +49 2564 396590 
Info@haake-technik.com 
 

2 Intended use 
The key cabinet is used to store the keys belonging to the trapped-key interlocking system HSV. 
The labelling on the key cabinet modules matches the labelling of the respective keys. 
The key cabinet can be used indoors and outdoors, e.g. in water supply mains, power stations, oil and 
gas distribution systems, tank farms, bottling plants and paper mills. 
 

3 Explanation of symbols 
Warnings are marked with symbols. The notes are introduced by signal words expressing the extent of 
the hazard. 
 
  

 

Caution! 

… points out a potentially hazardous 
situation which may lead to personal 
injuries and damage to property when it is 
not avoided.  

 

 

NOTE! 

… emphasises useful hints and 
recommendations as well as information 
ensuring an efficient and trouble-free operation. 

 

4 Disposal 
The product must be properly disposed of in accordance 
with national regulations and laws.  
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5 Foreseeable misuse 
Do not try to introduce or remove the key by applying increased force or with the help of tools (e. g. 
hammer). 
 

6 Marking 
For the purpose of accurate identification, you will find the type designation, serial number and ident 
number on the front side of the key cabinet.  
 
Where appropriate, make a note of these details prior to mounting for future reference in case of 
queries or spare part ordering. 
If the key cabinet forms an integral part of a trapped-key interlock system, these details, except for the 
serial number, can also be found on the master key plan. 
 
The respective "key coding" is specified on the front side of the modules. 
 

7 Scope of supply 
 
1 Key cabinet consisting of:  - casing 
       - fastening material from casing manufacturer 
       - ordered quantity of KC modules   
          
 

 

NOTE! 

Keys with matching coding are not included in 
the scope of supply. 

8 Layout and function 
 
The key cabinet HSV-KC consists of a casing, into which depth adjustment rails have been mounted. 
The mounting plate, which carries the KC modules, will be mounted on the depth adjustment rails. 
 
Non-occupied recesses must be closed with a plug. 
The KC modules are labelled and thus refer to the coding of the associated key. 
 
Keys with the same coding can be introduced on both sides of the associated key slots. 
 

9 Safety precautions 

9.1 Organisational measures 
Personnel entrusted with mounting or dismounting the component must have read and understood 
these mounting instructions before commencing with the work. 
The company operating the system or machine is liable to guarantee a safe and smooth work flow of 
the mounting and dismounting work by means of suitable safety precautions. 

9.2 Safety of personnel 
Personnel entrusted with mounting or dismounting the key cabinet must be competent or must receive 
instructions from competent personnel. Due to their technical training and experience, competent 
persons have gathered adequate knowledge of the machine or system. These persons are acquainted 
with the pertinent country-specific occupational health and safety regulations and accident prevention 
regulations applicable on site to such an extent that they are able to assess the operational safety of 
the system or machine. 
If it is necessary to access or work at places located at some height, fall protection measures must be 
taken. 
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9.3 Conditions and limits of use 
Keep in mind the intended use described in these instructions (compare section 2) as well as the 
technical specifications (compare section 19). 

9.4 Mounting 
Before commencing the mounting procedure, make sure by means of the specifications on the front 
side of the key cabinet that the component is intended and suitable for the respective mounting site. 
Always carry out a function test subsequent to mounting. 
Do not make any more changes to the installation after a successful function test. 

9.5 Repairs/modifications 
Do not carry out any repairs on the key cabinet. You may not replace or exchange any parts. Forward 
damaged or defective components to Haake Technik GmbH for repair. 
Do not make any changes to the key cabinet. 
Non-compliance will lead to forfeiture of the warranty and Haake Technik GmbH shall not assume any 
liability. 
 

10 Mounting 

10.1 Preparation 
Before commencing with the mounting procedure, make sure that the ident number specified on these 
mounting instructions matches the ident number on the key cabinet. 
 
Use only the fastening material supplied with the key cabinet. 
 
The following tools are required for mounting the key cabinet: 
❚ Slotted screw driver 1.0 × 5.5 
❚ Fitter's hammer 250 g 
❚ Tool to fasten the selected M8 screws 
❚ Power drill and drill bit 6.5 mm or 8 mm, type according to the subsurface 
❚ Thread cutter M8 
❚ Thread locker (e.g. Loctite) 
 
The following tools are required to extend the key cabinets by further modules: 
❚ Hexagon socket wrench 4 mm 
❚ Small slotted screw driver 
❚ Combination wrench, AF 13 
 
The fastening screws for the casing are not included in the scope of supply. 
Before starting the mounting procedure, make sure on the basis of the specifications on the rating 
plate and in the master key plan that the key cabinet is intended and suitable for use with this system. 
Clean the working environment of any dirt, grease and oil. 

10.2 General procedure 
Use suitable tools for mounting the key cabinet. Failure to do so could result in screws and nuts being 
damaged and rendered useless. 
Do not exceed the maximum tightening torque when tightening the fastening material included in the 
supply. 
 
  



6 

10.3 Mounting of casing 
 
The mounting procedure depends on the respective local circumstances.  
Please heed the following basic information: 
 

 

Caution! 
When mounting the cabinet on walls, ensure that 
the subsurface is suited to reliably retaining the 
key cabinet. The load bearing capacity must be 
adequate to carry four times the weight of the full 
key cabinet. 
 

 
 
When assembling the casing, please also heed the enclosed mounting instructions of the casing 
manufacturer. 
Before commencing the mounting work, remove all keys from the key cabinet to ease handling. 
Select the alignment of the fastening lugs and tighten these as illustrated in the manufacturer's 
mounting instructions.  
To do so, first insert the expansion nuts and then fasten the lugs. As a rule, the expansion nuts can 
only be used once. 
Hold the casing in the desired position and mark the fastening points. Alternatively you can apply the 
marks free hand according to the data sheet.  
Drill the required fastening holes and insert the matching dowels (these are not included in the scope 
of supply). 
Hold the casing against the holes and fasten it with the selected screws. 
Re-insert all previously removed keys subsequent to mounting. 
 
We assume no liability in case of improper mounting! 
 

10.4 Mounting of module 
Before commencing the mounting work, remove all keys from the key cabinet to ease handling. 
 

• Remove the 4 black protective caps on the fastening nuts with a small slotted screwdriver. 
• Remove the 4 nuts with the combination wrench. 
• Remove the mounting plate. 
• Select the position for a new module and push the plug out at the chosen position. 
• Release the 2 cheese head screws of the module with the 4 mm hexagon socket wrench and 

remove the lock washer and the stay. 
• Guide the module at the desired position through the mounting plate from the front. 

First hook the top nib behind the plate and then tilt the module upwards. 
Fasten the module with the stay, the lock washers and the screws. 

• Once all additional modules are installed, introduce the mounting plate back into the  
key cabinet. 

• Screw on the 4 nuts and tighten them. 
• Place the 4 black protective caps back onto the nuts. 
• Finally, insert all previously removed keys. 

 
We assume no liability in case of improper mounting! 
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11 Function test 

 

Caution! 
The function of the key cabinet must be regularly 
checked within the scope of recurrent tests in 
accordance with the Ordinance on Industrial 
Safety and Health. 
Do not release any screws or nuts subsequent to 
mounting as otherwise the functions are no 
longer guaranteed. 

 
 
Carry out the following tests subsequent to mounting: 
 

• Check all screw connections for firm fit and ensure that the screws have been secured to 
prevent them from coming loose. 

• Check whether the key / the keys can be introduced without any difficulty and whether each 
key only fits into the slot that is marked with the same coding. 

• Check whether it is possible to open and close the casing without difficulty. 
• Document the result of the function test. 

 
 

12 Maintenance 
 

 

Caution! 

Adapt the inspection intervals to the 
environmental conditions and conditions of 
use prevalent at the place of use. 

 
The key cabinet is low maintenance. 
 
We recommend the following measures to be carried out within the scope of preventive maintenance: 
 

• Check the key cabinet at regular intervals (at least once a year) for external damage. 
• Pay attention to corrosion and check the function of the key cabinet. 

 
 

13 Cleaning 
 

 

Caution! 

The component may only be cleaned with 
neutral suds and a cloth. 

Other cleaning activities only after prior 
consultation with the manufacturer. 

  
 
Cleaning work is only required in case of need. 
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14 Dismounting 

 

Caution! 
 The dismounting procedure to be followed 
depends on the respective local circumstances. 

 
 
Please heed the following basic information: 
 

• Only work with an accurately matching tool (wrench) when releasing and tightening 
screws and nuts as otherwise screws and nuts are damaged and rendered useless.  

• Before commencing the dismounting work, remove all keys from the key cabinet to ease 
handling. 

• Hold onto the key cabinet and carefully release the 4 fastening screws on the casing. If 
necessary, stuck screws must be drilled out. 

• Take the key cabinet off the wall and insert all previously removed keys.  
 

15 Troubleshooting 
 
Fault Possible cause Remedy 
Key cannot be removed 
 

 Contact Haake Technik. 
 

Key cannot be introduced 
 

Wrong key / wrong coding Check designation on key and 
module. 

Foreign object in key slot. Carefully remove foreign object. 
If that is not possible contact Haake 
Technik. 

Formation of ice. Slightly heat the module.  
(Do not allow to get too hot) 

Key deformed. Check key. If it is deformed, contact 
Haake Technik GmbH. 

Key introduced incorrectly. Remove key and when indicated, 
turn by 180° and introduce again. 

Module defective. Contact Haake Technik. 
 

Casing cannot be opened. 
 

Casing damaged Contact Haake Technik. 
 

Casing cannot be closed. Casing damaged Contact Haake Technik. 
 

Loss of key  Contact Haake Technik. 
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16 Technical specifications 
 
 
Environment:     indoors/outdoors 
 
Temperature range:    -40 °C to +80 °C 
 
Atmospheric humidity:    up to 100 % (standard reference atmosphere) 
 
Material:     Casing: Sheet steel with polyester powder coating 
      Modules: Aluminium alloy 
 
Ambient atmosphere:    Industrial environment 
 
Type of protection:    IP 66 
 
Mounting position:    horizontal (fastening on vertical walls) 
    
Weight:      HSV-KC 16:     7 kg 

HSV-KC 24:     9 kg 
HSV-KC 36:   10 kg 
HSV-KC 56:   13 kg 
HSV-KC 68:   15 kg 
HSV-KC 108: 20 kg 
HSV-KC 144: 28 kg 
 
Per module:   130 g 
Per key:         150 g 
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17 Dimensions 
 
HSV-KC 16 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

All dimensions in mm. 
 
 

 

Ident No. Number of keys Height Width Depth 
10557   16 300 300 200 
10558   24 400 300 200 
10559   36 500 300 200 
10560   56 500 400 200 
10561   68 600 400 200 
10562 108 600 600 200 
10563 144 800 600 200 
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